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ASI Output  Optional ASI output

SDI In     Digital Uncompressed Video Input (SDI) Optional; supports one-channel embedded stereo audio

RS422   RS422/232 User-selectable Serial communications port

Power    Regulated +12 VDC input is required. 

Audio In   Balanced or unbalanced stereo audio input via removable screw terminal.  

CVBS    Analog Composite Video  Input

Parallel   Time-To-Live control and status Tally IO. Simple Start, Stop, and Alarm status. 

Terminal   RS232 Serial Communications Port

Ethernet  Fast Ethernet used for IP Egress and Control.    

MPEG 4 AVC Encoder

Power

EthernetTerminal

RS422SDI In

Audio In CVBS Parallel
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This information may not, in whole or in part, be copied, photocopied, reproduced and translated, or reduced to any electronic medium or machine-readable form without prior consent in writing from Adtec Digital.

© 2009 Adtec Digital.  edje is a registered trademark of Adtec Digital.  Other product and company names may be trademarks or registered trademarks of their respective companies. Specifications subject to change without written notice. 
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MPEG 4 AVC Encoder

Video Input 
 Composite (BNC) 

Optional Video Input 
 SDI (BNC) 
  - (SMPTE 259M) 
 Embedded Audio 
  - (SMPTE 272M) 

Pre Processing
 Provides exception low bit rate performance 
 MCTF 
 Median Filter 
 Time Base Corrector 
 Edge Sharpening Filter 

VBI Support
 Line 21-Closed Captioning 
 ATSC A53/D 
 Teletext WSS PAL 

Video Encoding Profile
 ISO/IEC 14496-10 - (MPEG 4 Part 10 or AVC) 
 Progressive Base Line profile L3 
 Interlaced Main Profile L3 - (no B frames or 
CABAC in Main) 
 CBR/VBR 
 Quarter-Pel Motion Estimation - (4x4 mode) 
 Deblocking Filter 

Video Encoding Bit Rates
 300 kbps -5 Mbs 

Video Resolutions
 176 x 120 to 720 x 480 NTSC 
 176 x 120 to 720 x 576 PAL 

Multiplexing Formats
 ISO/IEC13818-1 MPEG 2 Transport Stream 

Streaming Format
 ETSI TS 102034 

Audio Inputs
 24 Bit A-D Conversion 
 Audio Level Control - (Analog and SDI Input) 
 Two channels Balanced - (RST-5 Pin) 
 SMPTE 272M - (Embedded with SDI Option) 

Audio Encoding Profiles
 AAC-Low Complexity 

Audio Sampling
 32, 44.1 and 48 KHz 

Audio Bit Rates
 8-384 Kbs AAC-LC 

Ethernet 
 10/100 (RJ-45) 
 Half Duplex 
 Full Duplex 
 Auto Negotiate 

Ethernet Protocols 
 Telnet 

 FTP 

 UDP 
 RTP/UDP 
 SDP and SAP support 

MPEG Table Compliance 
 PAT and PMT 

DVB Table Compliance 
 SDT, NIT, TDT (TOT) 

User defined Program Identifier (PID) 
 PMT 
 Video (PCR on video) 
 PCR (Separate if desired) 
 Audio 
 SI and PSI Tables 

Serial Communications 
 Terminal RS232 
  - (38400-115,200K, 8, 1 N) 
 Com2 RS232/RS422/RS485 
  - (9600-115200 K, 8, 1 N) 

Parallel Control and Tally 
 5 Pin Removable Screw Terminal 
 3 Data Inputs 
  - (User definable) 
 1 Data Output 
  - (User definable) 

Ad Insertion Cueing 
 SCTE 35 
 SCTE-104 

Power 
 12 VDC less than 24 watts (2.5 MM locking) 

Physical 
 4in. wide, 10in. deep, 1.70in. tall

Technical Specifications


